SPECIFICATIONS

Model Name PSB-1400L PSB-1400M PSB-1800L PSB-1800M
OUTPUT RATING

Output voltage(V) 0~40 0~160 0~40 0~160
Output current(A) 0~40 0~10 0~80 0~20
Output power(W) 400W 400W 800w 800w
REGULATION (CV)

Load regulation (mV) 25 85 25 85
Line regulation (mV) 23 83 23 83
REGULATION (CC)

Load regulation (mA) 45 15 85 25
Line regulation (mA) 45 15 85 25
RIPPLE & NOISE (Noise Bandwidth 20MHz ; Ripple Bandwidth = TMHz)

CVp-p 60 60 80 80
CVrms 7 12 11 15
CCrms 80 20 160 40
PROGRAMMING ACCURACY

Voltase (mV) 0.1% + 10 50 10 50
Current (mA) 0.1% + 20 10 40 20
MEASUREMENT ACCURACY

Voltage (mV) 0.1% + 10 50 10 50
Current (mA) 0.1% + 20 10 40 20
RESPONSE TIME

Raise Time (ms) 50 100 50 100
Fall Time(Full load) (ms) 50 150 50 150
Fall Time(No load) (ms) 500 1200 500 1200
Load Transient Recover Tlmeézns) 1 1 ] ]
(Load change from 50 to 100%)

PROGRAMMING RESOLUTION (By PC Remote Control Mode)

Voltage (mV) 1 3 1 3
Current (mA) 1 1 2 1
MEASUREMENT RESOLUTION (By PC Remote Control Mode)

Voltage (mV) 1 3 1 3
Current (mA) 1 1 2 1
SERIES AND PARALLEL CAPABILITY

Parallel Operation Up to 4 units including the master unit

Series Operation Up to 2 units including the master unit

PPROTECTION FUNCTION

OVP (V) 4-44 5-176 4-44 5-176
OCP (A) 4-44 1-11 5-88 2-22
OHP Turn the output off. | Turn the output off. | Turn the outputoff. | Turn the output off.
FRONT PANEL DISPLAY ACCURACY (4 Digits)

Voltage (mV) 0.1% + 20 100 20 100
Current (mA) 0.1% + 20 10 40 20
ENVIRONMENT CONDITION

Operation Temp 0°Cto40°C

Storage Temp -25°Cto70°C

Operating Humidity 20% to 85% RH; No condensation

Storage Humidity 90% RH or less; No condensation

OTHER

Analog Control Yes

Interface USB/LAN/GPIB(Option)

Power Source 100Vac to 240Vac, 50Hz to 60Hz, single phase

Dimension 214(W)x124(H)x350(D) mm

Weight Approx. 5.2kg Approx. 5.2kg Approx. 6.8kg Approx. 6.8kg

ORDERING INFORMATION

PSB-1400L  40V/40A/400W Programmable Multi-Range D.C. Power Supply

PSB-1400M 160V/10A/400W Progr

PSB-106 Basic accessory kit :

ble Multi-R:

M4 terminal screws and washers x 2, M8 terminal bolts, nuts and washers x 2,
analog control protection dummy x 1, analog control lock level x 2, short bar x 1

ge D.C. Power Supply
PSB-1800L 40V/80A/800W Programmable Multi-Range D.C. Power Supply
PSB-1800M 160V/20A/800W Programmable Multi-Range D.C. Power Supply
CD ROM (User Manual, Programming Manual) x 1, Power cord for UL/CSA
or PSE(Region dependent), Output terminal cover, Type A-B USB cable,

Specifications subject to change without notice.

OPTIONAL ASSESSORIES

PSW-001 Analog remote control connector kit GRA-418-] Rack-mount adapter(IS)
GRA-418-E Rack-mount adapter(EIA)
Test leads:1x red, 1x black
Cable for 2 units of PSB-1000 units in parallel mode connection

Cable for 3 units of PSB-1000 units in parallel mode connection

Cable for 4 units of PSB-1000 units in parallel mode connection

Cable for 2 units of PSB-1000 units in series mode connection

PSB-105 GPIB card
PSB-106 basic accessory kit:

M4 terminal screws and washers x 2, M8 terminal bolts, nuts and washers x 2,
analog control protection dummy x 1, analog control lock level x 2, short bar x 1

PSW-002 Simple IDC tool

PSW-003 Contact removal tool
PSB-101
PSB-102
PSB-103
PSB-104

GTL-123

SB-1000GD1BH

Global Headquarters

GOOD WILL INSTRUMENT CO,, LTD.

T +886-2-2268-0389 F +886-2-2268-0639
China Subsidiary

GOOD WILL INSTRUMENT (SUZHOU) CO., LTD.

T +86-512-6661-7177 F +86-512-6661-7277
Malaysia Subsidiary

GOOD WILL INSTRUMENT (M) SDN. BHD.

T +604-6309988 F +604-6309989
Europe Subsidiary

GOOD WILL INSTRUMENT EURO B.V.

T +31(0)40-2557790 F +31(0)40-2541194

U.S.A. Subsidiary

INSTEK AMERICA CORP.

T +1-909-399-3535 F +1-909-399-0819

Japan Subsidiary

TEXIO TECHNOLOGY CORPORATION.
T +81-45-620-2305 F +81-45-534-7181

Korea Subsidiary

GOOD WILL INSTRUMENT KOREA CO., LTD.
T +82-2-3439-2205 F +82-2-3439-2207

GUINSTEK

Simply Reliable

www.gwinstek.com

www.facebook.com /GWinstek



