
Product datasheet
Characteristics

GZ1AU385
Easypact-voltage release GZ1-AU - 380..450 V
AC 50 Hz

Main
Range EasyPact
Product or component type Undervoltage trip
Device application Protection

Complementary
Range compatibility EasyPact TVS GZ1E circuit-breaker
[Uc] control circuit voltage 380...400 V AC 50 Hz
Connections - terminals Screw clamp terminals
Height 89 mm
Width 18 mm
Depth 66 mm
Net weight 0.105 kg

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
REACh free of SVHC Yes
EU RoHS Directive Compliant

EU RoHS Declaration
Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration
Environmental Disclosure Product Environmental Profile
Circularity Profile No need of specific recycling operations
WEEE The product must be disposed on European Union markets following specific waste collection and

never end up in rubbish bins
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=608106&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=608106&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=608106&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=608106&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111252EN

