Product data sheet
Characteristics

XB4BA3311
ByToH

3arnaeHa cTpaHuua

[ama Ha npoaykTa Harmony XB4
Twvn NpoOAYKT NN KOMMNOHEHT ByToH
CbKpaTeHO HaMMeHOBaHNe Ha yCTPOMCTBOTO XB4

Martepuan 3a ocHoBaTa

XpomupaH meTan

MNpucbegmHuTENHU Matepuanu Zamak
[lnameTbp Ha MOHTax 22 Mm
MuHMMMNAHO AOCTaBHO KONUMYECTBO 1

dopma Ha curHanuampalla rnasa Kpbrna

Bug onepatop

Mpy>X1HHO BpbLLaHe

Mpodpun Ha onepatopa

3eneH Brpage, | (ban)

Tun rnaea

Tun n cbCTaB Ha KOHTaKTUTE

CraHgapTt
1 NO

PcaboTa Ha koHTakTa

BaBHo cnunpaHe

CBbp3BaHe - knemopenq

JonbnHUTENHW ycTponcTaea

Camosartsraiyu ce knemu, <= 2 x 1.5 mm? C kabeneH HakpaiiH/K B CbOTBETCTBUE-

c EN/IEC 60947-1

Camosartsrawm ce knemu, 1 x 0.22...2 x 2.5 mm? Be3 kabeneH HakpaHWUK B Cb-

oteeTcTBue ¢ EN/IEC 60947-1

BucounHa 47 Mm
LLinpounHa 30 Mm
Obn6ounHa 52 Mm
Onucaxue Ha knemopeg ISO n°1 (13-14)NO
Terno Ha npogykTa 0,08 Kg

YCTOMYMBOCT HA MUEHE NOA BUCOKO HansiraHe

7000000 Pa npn 55 °C 0.1 m

[MpoabmKuTenHo nanonssaHe

CraHpa PTEH KOHTaKT

Bkn npw nonoxurenen curHan

bes

PaboTteH unken

2,6 Mm (NO changing electrical state)
4,3 Mm (O6LL0 pacuTosiHue)

Pa6oTeH HaTuck

MexaHn4yHa n3gpbXIMBOCT

3,8 N NO changing electrical state
10000000 Uukena

3arsaraiy, MOMeHT

0,8...1,2 N.M B cboTBeTcTBME ¢ EN 60947-1

Bua rnaea Ha 6onT

Matepuan Ha KOHTakTuTe

KpbcT Philips no 1

KpbcT Pozidriv No 1
Slotted Mnocvk & 4 mm
Slotted Mnocbk & 5.5 mm

CpebbpHa cnnas (Ag / Ni)

3awuTa oT KbCO CheanHeHME

10 A NaTtpoHHu npegnasuteny gG B cbotBeTcTBUE ¢ EN/IEC 60947-5-1

HomuHaneH TepmuyeH Tok

10 A B cboTtBeTcTBUE ¢ EN/IEC 60947-5-1
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It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

[Ue] N3onaumoHHO HanpexeHue

600 V 3) B cboTBeTCcTBME C EN/IEC 60947-1

[Uimp] YcTonumnBoCT Ha MMMYNCHO HanpexeHue

6 KV B cboTtBeTcTBMe ¢ EN/IEC 60947-1

HomuHaneH paboTeH Tok

3 Anpmn 240 V, AC-15, AG00 B cboTeeTcTBue ¢ EN/IEC 60947-5-1

6 A npn 120 V, AC-15, AG00O B cvoTteTcTBue ¢ EN/IEC 60947-5-1

0,1 Anpun 600 V, DC-13, Q600 B croteeTcTBrE ¢ EN/IEC 60947-5-1
0,27 A npn 250 V, DC-13, Q600 B cboTtBeTcTBME ¢ EN/IEC 60947-5-1
0,55 A npn 125 V, DC-13, Q600 B cboTtBeTcTBME ¢ EN/IEC 60947-5-1
1,2 A npn 600 V, AC-15, A600 B croteeTtcTeume ¢ EN/IEC 60947-5-1

EnekTpuyecka yctonumsocT

1000000 Lnkbna, AC-15, 2 A npu 230 V 3600 cyc/h 0,5 B cboTBETCTBUE C-
EN/IEC 60947-5-1 appendix C

1000000 Linkbna, AC-15, 3 A npu 120 V 3600 cyc/h 0,5 B cboTBETCTBUE C-
EN/IEC 60947-5-1 appendix C

1000000 Linkena, AC-15, 4 A npu 24 V 3600 cyc/h 0,5 B cboTBETCTBME C-
EN/IEC 60947-5-1 appendix C

1000000 Linkbna, DC-13, 0,2 A npu 110 V 3600 cyc/h 0,5 B cboTBETCTBYME C-
EN/IEC 60947-5-1 appendix C

1000000 Linkena, DC-13, 0,5 A npu 24 V 3600 cyc/h 0,5 B cboTBETCTBME C-
EN/IEC 60947-5-1 appendix C

EnekTpuyecka yctonumnsocT

N < 10exp(-6) npu 5V 1 mA B yucra okonHa cpea B CbOTBETCTBUE C-
EN/IEC 60947-5-4

N < 10exp(-8) npu 17 V 5 mA B uncTa okonHa cpefa B CbOTBETCTBUE C-
EN/IEC 60947-5-4

MpencraBsiHe Ha yCTPOMCTBOTO

Lisnocten npogykT

OkornHa cpepna

3aWmnTHN MepKkn TH
TemnepaTypa Ha OKONHUS Bb3AyX 3a CKnagupaHe -40...70 °C
TemnepaTypa Ha OKONHUS Bb3AYX Npy paboTa -40...70 °C

Kateropus Ha 3awwuta

CreneH Ha 3awuTa IP

Knac | B cboTtBeTcTBME € IEC 60536

IP66 B cbotBeTcTBME € IEC 60529
1P67

1P69

IP69K

NEMA cTteneH Ha 3awmTa

NEMA 13
NEMA 4X

CrteneH Ha 3awuTa IK

Crangaptu

IKO6 B cboTBeTcTBME C IEC 50102

JIS C8201-5-1
CSA C22.2 No 14
EN/IEC 60947-5-1
EN/IEC 60947-5-4
EN/IEC 60947-1
UL 508
EN/IEC 60947-5-5
JIS C8201-1

MpopaykToBu cepTudukatu

DNV

CSA

BV

RINA

LROS (Lloyds register of shipping)
UL listed

GL

YcTonumsocT Ha Bubpavun

5gn 2...500 Hz) B croTBeTcTBME C IEC 60068-2-6

YcTonumBocCT Ha yaap

YcTon4mBocCT Ha odepTaTa

30 gn 18 ms) 3a half sine wave acceleration B cboTBeTcTBUE C IEC 60068-2-27
50 gn 11 ms) 3a half sine wave acceleration B cboTBeTCcTBUE C IEC 60068-2-27

CraTyc Ha ochepTaTa 3a yCTOMYMBO pasBUTME

Mpoaykt Green Premium

PernameHt Ha REACh

B

REACh He e BkntoyeH B SVHC

Oa

[vpekTvBaTa 3a OrpaHUYEHNEeTO Ha onacHuTe Be-
wecTtea Ha EC

lMpoakTnBHO CbOTBETCTBUE (MPOAYKT N3BBH NpaBHUS 06xBaT Ha [upekTuBaTa 3a-

orpaHn4eHneTo Ha onacHUTe BelecTBa Ha EC) @

Be3 TOKCUYHM TeXKU MeTanm Oa
bes xunBak Oa
MHdopmaums 3a ocBoboxgaBaHe oT RoHS 7
PernameHT Ha Kutaii oTHocHo RoHS 7]
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=670416&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=670416&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=670416&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=670416&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=670416&lang=en-us

OnoBecTsiBaHe 3a ona3BaHe Ha oKosHaTa cpena @

Mpodpmn Ha umMpkynspHocT i)

WEEE Mpu npekpaTtaBaHe Ha ynoTpebaTa To3n NnpoaykT TpsibBa Aa 6bae npemaxHart B-
pamMkuTe Ha nasapa Ha EBponeinckus cbio3, KaTo ce crneasaT cneunduyHnTe un-
31CKBaHWS 3a cbOMpaHe Ha oTNagbLK, Taka Ye Tol HUKora a He Ce 030BE B KO-

¢u 3a GoknykK.

"apaHyum no gorosopa

[apaHumsa 18 months
| Product Life Status : KomepcuanusmnpaH
Schneider
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https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1808008EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1808008EN

