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No Items Symbol Parameter Condition
1 Max Operating Tem. T <907
. Vacuum testing Tem
2 Max Cooling Power Qmax 30 Th=30C
: Vacuum testing Tem
3 Tem. Difference Max | ATmax 66 Th=30C
Vacuum testing Tem
4 Inp ut Yoltage Max Vmax 5.9 Th=30C
Vacuum testing Tem
5 Max Current Imax 8.0 Th=30C
. B Ambient Tem
6 Resistance R 0.55-0.60 Th=257
7 Parallel £0.05 0
8 Lines 20AWG

When the ambient temp erature raise or fall1°C, the module resistance will raise or fall
0.015 accoxrdingly.



stonecold

PM 25X25 30 SPECIFICATION
Qcws |
Qc Watts th=50C
36 | —| —a T=0
30 f"’ﬁ/ﬂ — —a,1=10
| L= —a T=20
24 /////*/ﬂ __ zle—a
—a T=30
N /t/// = — —a T=40
e =
12 yd 1;,// /?ﬁﬁf —a T=50
|
: ///?A/////:/:Mﬁ__ || —aT=60
0 ////,;///fﬂ”ﬁ# B
0. 08 156 24 32 «40. 48 56 .64 72 snA
v
Vin—Th a T=30C
12
10
] I=80A
8 /"'
I=604
6 /// /ﬂf
I=404
4 — " I=204
) __,_,_..‘_'_,_,_,_.-—-'-‘H— "ﬂﬂj .t I=1DA
-—-—“'f‘-‘—
s AR e

-100 -50 0 50 100 150 Th(T)



‘7

ro

stonecold
PM-25X25-30

SPECIFICATION

(84



	PM-25X25-30_DTE_Strona_1
	PM-25X25-30_DTE_Strona_2
	PM-25X25-30_DTE_Strona_3

