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PRESSURE TRANSMITTERS FOR OEM CUSTOMERS

•	 COMPRESSOR

•	 BUILDING	WATER	SUPPLY

•	 HYDRAULIC	CONTROL

•	 AIR-CONDITIONING	UNIT

•	 AUTO	ENGINE

•	 AUTOMATIC	DETECTION	SYSTEM

•	 HYDRAULIC	UNIT

•	 REFRIGERATION	EQUIPMENT

TPGAA series pressure transmitter is a mass production, cost effective for OEM, 
high quality and high reliability product applied to both civil and industrial.
Widely used to measure on-site pressure of compressor, auto and air-
condition, etc., this product adopts 316L stainless steel structure, piezore-
sistive sensor chip imported from Germany.
Calibration and compensation are done with digital tecnique.
Standard current and voltage output.
The mass production adopts military technique, to optimize the manufa-
cuting process.
CE certification.

Features:
- Accuracy: 1%FS (±0.5% FS);
- High stability, high reliability;
- Piezoresistive core from Germany;
- Digital calibration;
- Multiple pressures;
- CE certification;
- Conform with RoHs standard.
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SPECIFICATIONS (@ 20°C)
Model TPGAA

pressure Range -1/0 bar, 2… 400 bar
overload pressure 1.5 times rated output
Failure pressure 3 times rated output
Accuracy 1% FS (±0.5% FS)

stability Typical value: 0.5% FS, 
Max. value: 1% FS

operating temperature -40... +135°C
compensation temperature -10... +85°C
storage temperature -50... +135°C
Medium compatibility All corrosive medium compatible with AISI 316L

Electrical feature 2-wires 3-wires

signal output 4/20 mA 0.5... 4.5 V
power supply 10/30 or 8/36 Vdc 5 Vdc
load resistance (U-10)/0.02 W >100 kW
insulation >100 MW @ 50 V
Electrical connection Packard, DIN43650C; DIN72585; M12 series; Cable DIN43650A
shell and lead protection IP67
Body and Membrane material AISI 316L
pressure connection G1/4; NPT1/4; 7/16-20UNF; R1/4
Response time 10 ms
pressure form Gauge pressure: G; Absolute Pressure: A
certification RoHs Certification, CE Certification

Electromagnetic compatibility Electromagnetic radiation: EN50081-1/2, 
Electromagnetic sensitivity: EN50082-2

DIMENSIONS [mm]


