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DMX-1TEST
Order No.: 0382740

Price upon request

PRODUCTINFOS

512-channel DMX tester

For testing signals of DMX control units like DMX mixers (DMX IN MODE)
For testing end-user DMX devices like scanners, moving heads and DMX dimmers (DMX OUT MODE)
Integrated XLR cable tester
Key-controlled menu
Backlit LCD in 2 rows
Two momentary push-buttons for addressing individual channels or channel ranges in the DMX OUT
MODE
DMX level: 0-100%, 0-255 or 00 h-FFh, to be adjusted via two momentary push-buttons
Fade function (slider): 0-100%/100-0% for individual channels or channel ranges
Automatic power-off function
DMX input: 3-pole XLR plug
DMX output: 3-pole XLR jack
Power is provided via enclosed plug-in power supply or 4 x 1.2 V NIMH rech. battery AA size (not
supplied)
Dimensions: 141 x 58 x 105 mm
Weight: 700 g
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“This unit easily identifies faults and defects in the signal range and checks functions of the unit. The values
indicated are absolutely exact and reliable. This unit is reliable at all times and should be part of the
standard equipment of every lighting system.”

TECHNICAL SPECIFICATIONS

DMX-1TEST
Description DMX tester

Type 512 channels

Colour black

Power supply
encl. plug-in power supply,
4 x 1.2 V rech. NIMH batt. AA size (not supplied)

Admiss. ambient temp. 0-40 °C

Dimensions 141 x 58 x 105 mm

Weight 700 g

Connections
1 x 3-pole XLR plug (DMX in),
1 x 3-pole XLR jack (DMX out)

Packing unit 1


